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NOTES:
1) ALL PIPING TO BE SCHEDULE 80 PVC UNLESS OTHERWISE NOTED.
2) COORDINATE ALL PIPING RUNS AND ELEVATIONS WITH OTHER TRADES.
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 SCALE: NOT TO SCALESP3
NOTES:

2. ALL VALVES 3" AND LARGER SHALL BE A BUTTERFLY TYPE.
3. ALL VALVES 2" AND SMALLER SHALL BE PVC BALL TYPE. 

1. ALL POOL PIPING SHALL BE  SCH 80 PVC UNLESS OTHERWISE NOTED.

 4. TAG ALL VALVES.
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NOTES:
1. ALL PUMPS TO HAVE HOUSEKEEPING PADS.   AND ACCEPTED INDUSTRY STANDARDS FOR POOL CONSTRUCTION.

ELECTRIC CODE, ALL STATE AND LOCAL REQUIREMENTS, 
   COMPLIANCE WITH THE LATEST EDITION OF THE NATIONAL
1. ALL ELECTRICAL INSTALLATIONS SHALL BE IN STRICT
NOTES:

REQUIRED BY THE 2005 EDITION OF THE NATIONAL ELECTRIC CODE (NEC).
3. GROUND/ BOND ALL POOL EQUIPMENT IN MECHANICAL ROOM AS
  WIRED TO THE EMERGENCY STOP BUTTON. 
2. ALL PUMP MOTOR STARTERS SHALL BE CONTROLLED BY A 120V PILOT CIRCUIT 

STATE HEALTH DEPARTMENT OPERATIONAL CODE.  NO TIME SWITCH/CLOCK  
4. POOL RECIRCULATION PUMP MUST OPERATE 24/7 TO COMPLY WITH 

WILL CONTROL THESE PUMPS.

REFER TO ELECTRICAL DRAWINGS FOR THE ACTUAL PANEL AND BREAKER SIZES TO BE PROVIDED.
5. PANEL AND BREAKER SIZES SHOWN ON THIS DRAWING ARE SHOWN AS A RECOMMMENDATION ONLY.
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SEE ELECTRICAL DRAWINGS FOR ACTUAL REQUIREMENTS.
6. ELECTRICAL INFORMATION SHOWN FOR COORDINATION PURPOSES ONLY.

3. USE #8 COATED TAILS OFF BOND LOOP TO EQUIPMENT

2. ALL FERROUS AND CONDUCTIVE MATERIAL AROUND THE

1. 'SKOTCH-KOTE' ALL CONNECTIONS
NOTES:

   AND STEEL NOT IMMEDIATELY ADJACENT TO BOND LOOP

   PERIMETER OF THE POOL SHALL BE PROPERLY BONDED
   IN ACCORDANCE WITH THE LASTEST EDITION OF THE 
   NATIONAL ELECTRIC CODE (NEC)

BOND IN ACCORDANCE WITH THE LATEST EDITION OF THE 
NATIONAL ELECTRIC CODE (NEC)

4. PER 680.26(C) OF NEC 2008, THE TOTAL SURFACE AREA
OF THE BONDED METAL PARTS FROM 680.26(B) INSTALLED
IN CONTACT WITH THE WATER EXCEEDS 9 SQ IN.
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5. ELECTRICAL INFORMATION SHOWN FOR COORDINATION PURPOSES ONLY.
SEE ELECTRICAL DRAWINGS FOR ACTUAL REQUIREMENTS.
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 VOLUME
6.00 HRS.
7.06 SQ.FT.
84 GPM

11.90 GPM/SQ.FT.
92 BATHERS

137'-2" LNFT
1106 SQ. FT.

30,180 GAL.
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NOTES:

2. ALL VALVES 3" AND LARGER SHALL BE A BUTTERFLY TYPE.
3. ALL VALVES 2" AND SMALLER SHALL BE PVC BALL TYPE. 

1. ALL POOL PIPING SHALL BE  SCH 80 PVC UNLESS OTHERWISE NOTED.

 4. TAG ALL VALVES.
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